metal protection
PRECOATER
Matt white diffusible undercoat for wood and
metal surfaces, suitable for internal and external
applications.
WEATHER PROTECTION LACQUER
Highly elastic, weather resistant plant oil lacquer
suitable for exposed metal surfaces. Available in
seventeen colours.

wood
primers and
preparation
BORIC SALT IMPREGNATION
Concentrated waterborne alkali borate
solution for preventative wood protection.
For untreated, not directly exposed timber. It
is free of organic solvents, heavy metal salts
and volatile synthetic agents.
WOOD IMPREGNATION PRIMER
Water thinable borax primer for untreated
wood. Also suitable internally as a glaze
binder for wood.
WOOD PRIMER
General purpose, deeply penetrating priming
oil for wood, both internally and externally.
Dries tack free and doesn’t cause swelling.
PENETRATING PRIMER
Universal primer for absorbent mineral or
organic surfaces internally. Also for use as a
transparent first coat on cork floor tiles, or
wood based materials.
PORE FILLER
Oil based filling primer for wood, parquet and
cork for further treatment with Aglaia waxes.

wood
finishing
WOOD GLAZE
Waterproof, vapour permeable transparent natural
resin oil glaze for internal and external use. Available
in seventeen colour tones, including clear, glaze
white and gentian for internal use.
WEATHER PROTECTION LACQUER
Highly elastic, weather resistant plant oil paint for
externally exposed timber and metal. Available in a
pre-mixed range of 25 historical colours and seven
full-colour lacquers plus white. Other colours are
available to order.
INTERIOR LACQUER
Hard wearing, waterproof natural resin oil paint for
timber or metal surfaces internally. Available in a premixed range of 25 historical colours and seven fullcolour lacquers plus white, gloss or satin matt. Other
colours are available to order.
WOOD PROTECTION BROWN
Dark brown natural asphalt impregnation for
absorbent timber externally. Naturally fungicidal and
non-leaching.

their own paints from
natural ingredients, each

primers and sealants

creating their own formula.
This practice ceased in the
1950’s. The Aglaia Natural
Paint range was first
introduced in the late sixties
and though based on old
recipes, was improved for
modern applications. Over
the decades Aglaia has
earned a solid reputation for
quality and range of

PRIMER
Water-borne emulsified binder for priming
absorbent surfaces internally, such as lime,
gypsum and boards.
RESIN BONDING COAT
Grain enhanced, general-purpose primer for
difficult to coat internal surfaces. For use on
highly ﬁnished glossy surfaces.
SEALER
Water thinable primer for strongly absorbent
surfaces (except plaster) and for use as a
glaze binder for exposed internal concrete
surfaces.
ISOLATING PRIMER
Clear alcohol based natural resin primer for
isolating water, corrosion, smoke and soot
stains. Made from natural plant materials.

ISOLATING WHITE
White pigmented primer for full surface
isolation of efflorescing
substances, water,
corrosion, smoke and
soot stains.
FINE SURFACER
Soft ready-touse fine surface
compound for
interior walls
and ceilings.
Ideal for
levelling out
slight surface
imperfections
and minor crack
filling.

application.

wax and oils
Womersleys Limited
Suppliers of natural and eco friendly
building products and materials for
historic building refurbishment.

RESIN OIL PROTECTION
Solvent free indoor varnish for finishing of timber
(especially furniture, flooring and toys) can be
finished with Aglaia wax.

HARD RESIN OIL
Hardwearing, dirt repellent hard resin
finish, especially suited for treating
floors. Suitable for wood, cork and
open pored floor tiles. Available in
clear/gloss + clear/satin-matt and
glazed white/satin matt.

RADIATOR PAINT
Heat resistant, virtually non-yellowing natural resin
paint for internally heated metal surfaces. Gloss
white or standard Aglaia colours.

Craftsmen used to make

FREEPHONE 0800 783 2931

RESIN OIL SEALER
Clear, abrasion resistant water repellent sealer for
joinery, furniture and work surfaces internally.
Resistant against liquids commonly used in the
house. Available in gloss or satin finish.

CORROSION PAINT
Corrosion inhibiting primer for ferrous steel and
metals, for both external and internal use.

SELF GLOSSY WAX
Water thinable wax for cleaning and the
regular care of oiled and waxed surfaces.
Also for use as a furniture polish.
LIQUID WAX
Liquid, machine-compatible wax for
wooden surfaces such as parquet floors,
cork and other types of floor tiles.
FURNITURE WAX
Fragrant natural wax cream for the care
and protection of internal oiled surfaces,
such as furniture, panelling and toys.
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plasters
ROLL-ON PLASTER
White matt textured coating for interior walls,
available in fine (0.4mm) and coarse grain finish
(1.2mm). Apply one or two coats with a soft brush
or lambskin roller.
RENOVATING PLASTER
Ready-to-use, fibre reinforced trowel applied
plaster. High levels of absorbency for humidity,
sound and airborne pollutants. Natural white, ideal
for glazing without further pre-treatment. Suitable
for repairing existing lime plaster walls.
STRUCTURAL PLASTER
Ready to use, fibre reinforced natural plaster for
decorative design. Trowel applied plaster. High
levels of absorbency for humidity, sound and
airborne pollutants.
BEECKOTEX
Ready to use, fibre reinforced plaster for
application by brush or trowel to suit individual
ﬁnish. High levels of absorbency for humidity,
sound and airborne pollutants.

Colour

your environment...

full colour paint tones
The ‘Coastal Range’ of colours (below) are created from
the eight full colour tones. The full colour toners can
be purchased seperately and mixed to create your own
individual colours.

from

your environment

These high performance products are based on traditional formulations that have
been further developed to minimise the impact on the environment, to have no
adverse impact on our health, and allow buildings to breathe more easily.
Aglaia natural paints are made from abundant minerals and renewable crop sources,
where ALL of the manufacturing waste goes to the municipal composting facility.
Unlike modern petrochemical based paints which produce toxic waste, and once
applied release dangerous and Volatile Organic Compounds that can be seriously
damaging to our health. Aglaia natural paints are non-carcinogenic and do not
encourage allergic reactions, as they contain no synthetic chemicals and attract little
dust build up.
Aglaia’s strength as a company is built on quality products and honesty
with its customers. On our website (www.naturalpaintsonline.co.uk)
are complete declarations of all the ingredients used in each
product.
The wide range of Aglaia finishes allow you to
choose decorating products that have less
negative impact on our environment and
our health.

Painting with natural
paints is a real experience.
The smells and effects are
varied and inspiring.

brown

red oxide

umber

yellow ochre

coastal colour range

www.naturalpaintsonline.co.uk

AGLAIA paints and decorating products have been manufactured since 1968 using
only natural ingredients.

black

green

ultra blue

lemon yellow

white

This is a range of beautifully subtle tones and pastel shades
created for that natural quality look by the technicians at Aglaia.

walls & ceilings
Natural RESIN WALL PAINT ★★★ A high quality, high
opacity, full bodied natural emulsion for indoors, often
covering existing painted surfaces with one coat. Available
in the Coastal Colour Range (hand painted swatches
available), also as a FULL COLOUR WALL PAINT to allow you
to mix your own colour tones. There is helpful colour card
to assist with colour creation

Misty Rose 1.3

Rose 1.2

Golden Sands 4.1

Plage 4.2

Panther Pink 1.1

Straw 4.3

Carnation Pink 2.3

Salmon 3.1

Marie Rose 2.2

Sands of Time 3.2

Terracotta 2.1

Seashell Pink 3.3

NATURAL RESIN INTERIOR WHITE ★★ Another solvent
free high quality natural emulsion for indoors. The base
used in the Historical Colour Range.
ECONOMIC WHITE ★ A low cost natural trade emulsion.
Solvent-free and highly vapour-permeable. Can be coloured
with AGLAIA FULL COLOUR WALL PAINTS
HARD-WEARING NATURAL WHITE PAINT Special, solventfree wall paint for high traffic surfaces, suitable for both
domestic and commercial applications. Available in gloss
and satin matt. Can be coloured with AGLAIA FULL

Pistachio 5.3

Soft Green 5.2

Farmhouse Beige 5.1

Mint Cream 6.3

Aqueous 6.2

COLOUR WALL PAINTS
CASEIN BINDER PAINT White casein natural emulsion
paint, ideal base coat for coloured wall glazing technique
with 'Glaze Binder'. Vapour permeable and highly suitable
for older buildings.
STRUCTURAL CASEIN PAINT Fine-grained natural base
coat for coloured wall glazing technique with 'Glaze Binder'.
GLAZE BINDER Transparent, water thinable beeswax glaze
binder for coloured wall glazing technique.
WASHABLE DISTEMPER White-matt powdered paint from
marble lime and milk casein for preparation with water.
Washable Distemper is the most permeable product in the
Aglaia range. This paint is also sometimes known as milk
paint and is often chosen by people who are prone to
allergies and are very sensitive to decorative coatings.

Woodland 6.1

paints for historic buildings
Lavender 8.1

Twilight Lavender 8.2

Skylight 8.3

Spa 7.1

Midday Sky 7.2

Cornflower White 7.3
The Aglaia natural paint range has evolved from historical
paint production methods. They are not a modiﬁed form
of modern synthetic petrochemical paints.

Violet White 9.3

Lavender White 9.2

Misty Mauve 9.1

Strawberry Sundae 10.3

Strawberry Blush 10.2

Raspberry Crush 10.1

The recipes used in the manufacture of Aglaia are more
authentic than many other ‘period paints’. The Aglaia
historic colour range is a well researched interpretation
of English, Welsh and Scottish colours from pigments

THE HISTORIC RANGE INCLUDES
Blush 12.1

Raspberry Swirl 12.2

Alabaster Pink 12.3

Heather 11.1

Vie en Rose 11.2

Natural Confetti 11.3

Pebble 13.3

Raw Cotton 13.2

Stone 13.1

Primrose White 23.3

Lemon & Lime 23.2

Lime 23.1

natural
materials

Lime Wash
Casein Bound Distemper
Casein Emulsion
Natural Emulsion
Water Based Flat Oil Paint
Natural Exterior Oil Paint
for wood and metal
Interior Oil Paint for wood

Raw materials used in the production of Aglaia include: Beech cellulose, Beeswax, Borax, Boric salts, Chalk, Citrus
peel oil, Clove oil, Dehydrated castor (stand) oil, Earth and mineral pigments, Eucalyptus oil, Fir-needle oil, Glycerin,
Iron Mica, Koalin, Lavendar oil, Linseed oil (refined), Marble lime hydrate, Mica, Milk casein, Natural asphalt, Natural
gum milk, Quartz powder/Quartz sand, Shellac, Swelling clay, Talcum, Thyme oil, Wood stand oil.

protecting your environment

Hand painted historical
colour swatches are available
from your local Aglaia distributor

that have been in use since the seventeenth century. No
synthetic pigments are involved.
As well as the authenticity of the historic paint range,
customers can be assured of getting high rates of vapour
permeability. Aglaia natural paints will allow your walls
and timber to breathe.

full colour paint tones
The ‘Coastal Range’ of colours (below) are created from
the eight full colour tones. The full colour toners can
be purchased seperately and mixed to create your own
individual colours.

from

your environment

These high performance products are based on traditional formulations that have
been further developed to minimise the impact on the environment, to have no
adverse impact on our health, and allow buildings to breathe more easily.
Aglaia natural paints are made from abundant minerals and renewable crop sources,
where ALL of the manufacturing waste goes to the municipal composting facility.
Unlike modern petrochemical based paints which produce toxic waste, and once
applied release dangerous and Volatile Organic Compounds that can be seriously
damaging to our health. Aglaia natural paints are non-carcinogenic and do not
encourage allergic reactions, as they contain no synthetic chemicals and attract little
dust build up.
Aglaia’s strength as a company is built on quality products and honesty
with its customers. On our website (www.naturalpaintsonline.co.uk)
are complete declarations of all the ingredients used in each
product.
The wide range of Aglaia finishes allow you to
choose decorating products that have less
negative impact on our environment and
our health.

Painting with natural
paints is a real experience.
The smells and effects are
varied and inspiring.

brown

red oxide

umber

yellow ochre

coastal colour range

www.naturalpaintsonline.co.uk

AGLAIA paints and decorating products have been manufactured since 1968 using
only natural ingredients.

black

green

ultra blue

lemon yellow

white

This is a range of beautifully subtle tones and pastel shades
created for that natural quality look by the technicians at Aglaia.

walls & ceilings
Natural RESIN WALL PAINT ★★★ A high quality, high
opacity, full bodied natural emulsion for indoors, often
covering existing painted surfaces with one coat. Available
in the Coastal Colour Range (hand painted swatches
available), also as a FULL COLOUR WALL PAINT to allow you
to mix your own colour tones. There is helpful colour card
to assist with colour creation

Misty Rose 1.3

Rose 1.2

Golden Sands 4.1

Plage 4.2

Panther Pink 1.1

Straw 4.3

Carnation Pink 2.3

Salmon 3.1

Marie Rose 2.2

Sands of Time 3.2

Terracotta 2.1

Seashell Pink 3.3

NATURAL RESIN INTERIOR WHITE ★★ Another solvent
free high quality natural emulsion for indoors. The base
used in the Historical Colour Range.
ECONOMIC WHITE ★ A low cost natural trade emulsion.
Solvent-free and highly vapour-permeable. Can be coloured
with AGLAIA FULL COLOUR WALL PAINTS
HARD-WEARING NATURAL WHITE PAINT Special, solventfree wall paint for high traffic surfaces, suitable for both
domestic and commercial applications. Available in gloss
and satin matt. Can be coloured with AGLAIA FULL

Pistachio 5.3

Soft Green 5.2

Farmhouse Beige 5.1

Mint Cream 6.3

Aqueous 6.2

COLOUR WALL PAINTS
CASEIN BINDER PAINT White casein natural emulsion
paint, ideal base coat for coloured wall glazing technique
with 'Glaze Binder'. Vapour permeable and highly suitable
for older buildings.
STRUCTURAL CASEIN PAINT Fine-grained natural base
coat for coloured wall glazing technique with 'Glaze Binder'.
GLAZE BINDER Transparent, water thinable beeswax glaze
binder for coloured wall glazing technique.
WASHABLE DISTEMPER White-matt powdered paint from
marble lime and milk casein for preparation with water.
Washable Distemper is the most permeable product in the
Aglaia range. This paint is also sometimes known as milk
paint and is often chosen by people who are prone to
allergies and are very sensitive to decorative coatings.

Woodland 6.1

paints for historic buildings
Lavender 8.1

Twilight Lavender 8.2

Skylight 8.3

Spa 7.1

Midday Sky 7.2

Cornflower White 7.3
The Aglaia natural paint range has evolved from historical
paint production methods. They are not a modiﬁed form
of modern synthetic petrochemical paints.

Violet White 9.3

Lavender White 9.2

Misty Mauve 9.1

Strawberry Sundae 10.3

Strawberry Blush 10.2

Raspberry Crush 10.1

The recipes used in the manufacture of Aglaia are more
authentic than many other ‘period paints’. The Aglaia
historic colour range is a well researched interpretation
of English, Welsh and Scottish colours from pigments

THE HISTORIC RANGE INCLUDES
Blush 12.1

Raspberry Swirl 12.2

Alabaster Pink 12.3

Heather 11.1

Vie en Rose 11.2

Natural Confetti 11.3

Pebble 13.3

Raw Cotton 13.2

Stone 13.1

Primrose White 23.3

Lemon & Lime 23.2

Lime 23.1

natural
materials

Lime Wash
Casein Bound Distemper
Casein Emulsion
Natural Emulsion
Water Based Flat Oil Paint
Natural Exterior Oil Paint
for wood and metal
Interior Oil Paint for wood

Raw materials used in the production of Aglaia include: Beech cellulose, Beeswax, Borax, Boric salts, Chalk, Citrus
peel oil, Clove oil, Dehydrated castor (stand) oil, Earth and mineral pigments, Eucalyptus oil, Fir-needle oil, Glycerin,
Iron Mica, Koalin, Lavendar oil, Linseed oil (refined), Marble lime hydrate, Mica, Milk casein, Natural asphalt, Natural
gum milk, Quartz powder/Quartz sand, Shellac, Swelling clay, Talcum, Thyme oil, Wood stand oil.

protecting your environment

Hand painted historical
colour swatches are available
from your local Aglaia distributor

that have been in use since the seventeenth century. No
synthetic pigments are involved.
As well as the authenticity of the historic paint range,
customers can be assured of getting high rates of vapour
permeability. Aglaia natural paints will allow your walls
and timber to breathe.

full colour paint tones
The ‘Coastal Range’ of colours (below) are created from
the eight full colour tones. The full colour toners can
be purchased seperately and mixed to create your own
individual colours.

from

your environment

These high performance products are based on traditional formulations that have
been further developed to minimise the impact on the environment, to have no
adverse impact on our health, and allow buildings to breathe more easily.
Aglaia natural paints are made from abundant minerals and renewable crop sources,
where ALL of the manufacturing waste goes to the municipal composting facility.
Unlike modern petrochemical based paints which produce toxic waste, and once
applied release dangerous and Volatile Organic Compounds that can be seriously
damaging to our health. Aglaia natural paints are non-carcinogenic and do not
encourage allergic reactions, as they contain no synthetic chemicals and attract little
dust build up.
Aglaia’s strength as a company is built on quality products and honesty
with its customers. On our website (www.naturalpaintsonline.co.uk)
are complete declarations of all the ingredients used in each
product.
The wide range of Aglaia finishes allow you to
choose decorating products that have less
negative impact on our environment and
our health.

Painting with natural
paints is a real experience.
The smells and effects are
varied and inspiring.
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AGLAIA paints and decorating products have been manufactured since 1968 using
only natural ingredients.
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green
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lemon yellow
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This is a range of beautifully subtle tones and pastel shades
created for that natural quality look by the technicians at Aglaia.

walls & ceilings
Natural RESIN WALL PAINT ★★★ A high quality, high
opacity, full bodied natural emulsion for indoors, often
covering existing painted surfaces with one coat. Available
in the Coastal Colour Range (hand painted swatches
available), also as a FULL COLOUR WALL PAINT to allow you
to mix your own colour tones. There is helpful colour card
to assist with colour creation
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Straw 4.3

Carnation Pink 2.3

Salmon 3.1

Marie Rose 2.2

Sands of Time 3.2

Terracotta 2.1

Seashell Pink 3.3

NATURAL RESIN INTERIOR WHITE ★★ Another solvent
free high quality natural emulsion for indoors. The base
used in the Historical Colour Range.
ECONOMIC WHITE ★ A low cost natural trade emulsion.
Solvent-free and highly vapour-permeable. Can be coloured
with AGLAIA FULL COLOUR WALL PAINTS
HARD-WEARING NATURAL WHITE PAINT Special, solventfree wall paint for high traffic surfaces, suitable for both
domestic and commercial applications. Available in gloss
and satin matt. Can be coloured with AGLAIA FULL

Pistachio 5.3

Soft Green 5.2

Farmhouse Beige 5.1

Mint Cream 6.3

Aqueous 6.2

COLOUR WALL PAINTS
CASEIN BINDER PAINT White casein natural emulsion
paint, ideal base coat for coloured wall glazing technique
with 'Glaze Binder'. Vapour permeable and highly suitable
for older buildings.
STRUCTURAL CASEIN PAINT Fine-grained natural base
coat for coloured wall glazing technique with 'Glaze Binder'.
GLAZE BINDER Transparent, water thinable beeswax glaze
binder for coloured wall glazing technique.
WASHABLE DISTEMPER White-matt powdered paint from
marble lime and milk casein for preparation with water.
Washable Distemper is the most permeable product in the
Aglaia range. This paint is also sometimes known as milk
paint and is often chosen by people who are prone to
allergies and are very sensitive to decorative coatings.

Woodland 6.1

paints for historic buildings
Lavender 8.1

Twilight Lavender 8.2

Skylight 8.3

Spa 7.1

Midday Sky 7.2

Cornflower White 7.3
The Aglaia natural paint range has evolved from historical
paint production methods. They are not a modiﬁed form
of modern synthetic petrochemical paints.

Violet White 9.3

Lavender White 9.2

Misty Mauve 9.1

Strawberry Sundae 10.3

Strawberry Blush 10.2

Raspberry Crush 10.1

The recipes used in the manufacture of Aglaia are more
authentic than many other ‘period paints’. The Aglaia
historic colour range is a well researched interpretation
of English, Welsh and Scottish colours from pigments

THE HISTORIC RANGE INCLUDES
Blush 12.1

Raspberry Swirl 12.2

Alabaster Pink 12.3

Heather 11.1

Vie en Rose 11.2

Natural Confetti 11.3

Pebble 13.3

Raw Cotton 13.2

Stone 13.1

Primrose White 23.3

Lemon & Lime 23.2

Lime 23.1

natural
materials

Lime Wash
Casein Bound Distemper
Casein Emulsion
Natural Emulsion
Water Based Flat Oil Paint
Natural Exterior Oil Paint
for wood and metal
Interior Oil Paint for wood

Raw materials used in the production of Aglaia include: Beech cellulose, Beeswax, Borax, Boric salts, Chalk, Citrus
peel oil, Clove oil, Dehydrated castor (stand) oil, Earth and mineral pigments, Eucalyptus oil, Fir-needle oil, Glycerin,
Iron Mica, Koalin, Lavendar oil, Linseed oil (refined), Marble lime hydrate, Mica, Milk casein, Natural asphalt, Natural
gum milk, Quartz powder/Quartz sand, Shellac, Swelling clay, Talcum, Thyme oil, Wood stand oil.

protecting your environment

Hand painted historical
colour swatches are available
from your local Aglaia distributor

that have been in use since the seventeenth century. No
synthetic pigments are involved.
As well as the authenticity of the historic paint range,
customers can be assured of getting high rates of vapour
permeability. Aglaia natural paints will allow your walls
and timber to breathe.

metal protection
PRECOATER
Matt white diffusible undercoat for wood and
metal surfaces, suitable for internal and external
applications.
WEATHER PROTECTION LACQUER
Highly elastic, weather resistant plant oil lacquer
suitable for exposed metal surfaces. Available in
seventeen colours.

wood
primers and
preparation
BORIC SALT IMPREGNATION
Concentrated waterborne alkali borate
solution for preventative wood protection.
For untreated, not directly exposed timber. It
is free of organic solvents, heavy metal salts
and volatile synthetic agents.
WOOD IMPREGNATION PRIMER
Water thinable borax primer for untreated
wood. Also suitable internally as a glaze
binder for wood.
WOOD PRIMER
General purpose, deeply penetrating priming
oil for wood, both internally and externally.
Dries tack free and doesn’t cause swelling.
PENETRATING PRIMER
Universal primer for absorbent mineral or
organic surfaces internally. Also for use as a
transparent first coat on cork floor tiles, or
wood based materials.
PORE FILLER
Oil based filling primer for wood, parquet and
cork for further treatment with Aglaia waxes.

wood
finishing
WOOD GLAZE
Waterproof, vapour permeable transparent natural
resin oil glaze for internal and external use. Available
in seventeen colour tones, including clear, glaze
white and gentian for internal use.
WEATHER PROTECTION LACQUER
Highly elastic, weather resistant plant oil paint for
externally exposed timber and metal. Available in a
pre-mixed range of 25 historical colours and seven
full-colour lacquers plus white. Other colours are
available to order.
INTERIOR LACQUER
Hard wearing, waterproof natural resin oil paint for
timber or metal surfaces internally. Available in a premixed range of 25 historical colours and seven fullcolour lacquers plus white, gloss or satin matt. Other
colours are available to order.
WOOD PROTECTION BROWN
Dark brown natural asphalt impregnation for
absorbent timber externally. Naturally fungicidal and
non-leaching.

their own paints from
natural ingredients, each

primers and sealants

creating their own formula.
This practice ceased in the
1950’s. The Aglaia Natural
Paint range was first
introduced in the late sixties
and though based on old
recipes, was improved for
modern applications. Over
the decades Aglaia has
earned a solid reputation for
quality and range of

PRIMER
Water-borne emulsified binder for priming
absorbent surfaces internally, such as lime,
gypsum and boards.
RESIN BONDING COAT
Grain enhanced, general-purpose primer for
difficult to coat internal surfaces. For use on
highly ﬁnished glossy surfaces.
SEALER
Water thinable primer for strongly absorbent
surfaces (except plaster) and for use as a
glaze binder for exposed internal concrete
surfaces.
ISOLATING PRIMER
Clear alcohol based natural resin primer for
isolating water, corrosion, smoke and soot
stains. Made from natural plant materials.

ISOLATING WHITE
White pigmented primer for full surface
isolation of efflorescing
substances, water,
corrosion, smoke and
soot stains.
FINE SURFACER
Soft ready-touse fine surface
compound for
interior walls
and ceilings.
Ideal for
levelling out
slight surface
imperfections
and minor crack
filling.

application.

wax and oils
Womersleys Limited
Suppliers of natural and eco friendly
building products and materials for
historic building refurbishment.

RESIN OIL PROTECTION
Solvent free indoor varnish for finishing of timber
(especially furniture, flooring and toys) can be
finished with Aglaia wax.

HARD RESIN OIL
Hardwearing, dirt repellent hard resin
finish, especially suited for treating
floors. Suitable for wood, cork and
open pored floor tiles. Available in
clear/gloss + clear/satin-matt and
glazed white/satin matt.

RADIATOR PAINT
Heat resistant, virtually non-yellowing natural resin
paint for internally heated metal surfaces. Gloss
white or standard Aglaia colours.

Craftsmen used to make

FREEPHONE 0800 783 2931

RESIN OIL SEALER
Clear, abrasion resistant water repellent sealer for
joinery, furniture and work surfaces internally.
Resistant against liquids commonly used in the
house. Available in gloss or satin finish.

CORROSION PAINT
Corrosion inhibiting primer for ferrous steel and
metals, for both external and internal use.

SELF GLOSSY WAX
Water thinable wax for cleaning and the
regular care of oiled and waxed surfaces.
Also for use as a furniture polish.
LIQUID WAX
Liquid, machine-compatible wax for
wooden surfaces such as parquet floors,
cork and other types of floor tiles.
FURNITURE WAX
Fragrant natural wax cream for the care
and protection of internal oiled surfaces,
such as furniture, panelling and toys.
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plasters
ROLL-ON PLASTER
White matt textured coating for interior walls,
available in fine (0.4mm) and coarse grain finish
(1.2mm). Apply one or two coats with a soft brush
or lambskin roller.
RENOVATING PLASTER
Ready-to-use, fibre reinforced trowel applied
plaster. High levels of absorbency for humidity,
sound and airborne pollutants. Natural white, ideal
for glazing without further pre-treatment. Suitable
for repairing existing lime plaster walls.
STRUCTURAL PLASTER
Ready to use, fibre reinforced natural plaster for
decorative design. Trowel applied plaster. High
levels of absorbency for humidity, sound and
airborne pollutants.
BEECKOTEX
Ready to use, fibre reinforced plaster for
application by brush or trowel to suit individual
ﬁnish. High levels of absorbency for humidity,
sound and airborne pollutants.

Colour

your environment...

metal protection
PRECOATER
Matt white diffusible undercoat for wood and
metal surfaces, suitable for internal and external
applications.
WEATHER PROTECTION LACQUER
Highly elastic, weather resistant plant oil lacquer
suitable for exposed metal surfaces. Available in
seventeen colours.

wood
primers and
preparation
BORIC SALT IMPREGNATION
Concentrated waterborne alkali borate
solution for preventative wood protection.
For untreated, not directly exposed timber. It
is free of organic solvents, heavy metal salts
and volatile synthetic agents.
WOOD IMPREGNATION PRIMER
Water thinable borax primer for untreated
wood. Also suitable internally as a glaze
binder for wood.
WOOD PRIMER
General purpose, deeply penetrating priming
oil for wood, both internally and externally.
Dries tack free and doesn’t cause swelling.
PENETRATING PRIMER
Universal primer for absorbent mineral or
organic surfaces internally. Also for use as a
transparent first coat on cork floor tiles, or
wood based materials.
PORE FILLER
Oil based filling primer for wood, parquet and
cork for further treatment with Aglaia waxes.

wood
finishing
WOOD GLAZE
Waterproof, vapour permeable transparent natural
resin oil glaze for internal and external use. Available
in seventeen colour tones, including clear, glaze
white and gentian for internal use.
WEATHER PROTECTION LACQUER
Highly elastic, weather resistant plant oil paint for
externally exposed timber and metal. Available in a
pre-mixed range of 25 historical colours and seven
full-colour lacquers plus white. Other colours are
available to order.
INTERIOR LACQUER
Hard wearing, waterproof natural resin oil paint for
timber or metal surfaces internally. Available in a premixed range of 25 historical colours and seven fullcolour lacquers plus white, gloss or satin matt. Other
colours are available to order.
WOOD PROTECTION BROWN
Dark brown natural asphalt impregnation for
absorbent timber externally. Naturally fungicidal and
non-leaching.

their own paints from
natural ingredients, each

primers and sealants

creating their own formula.
This practice ceased in the
1950’s. The Aglaia Natural
Paint range was first
introduced in the late sixties
and though based on old
recipes, was improved for
modern applications. Over
the decades Aglaia has
earned a solid reputation for
quality and range of

PRIMER
Water-borne emulsified binder for priming
absorbent surfaces internally, such as lime,
gypsum and boards.
RESIN BONDING COAT
Grain enhanced, general-purpose primer for
difficult to coat internal surfaces. For use on
highly ﬁnished glossy surfaces.
SEALER
Water thinable primer for strongly absorbent
surfaces (except plaster) and for use as a
glaze binder for exposed internal concrete
surfaces.
ISOLATING PRIMER
Clear alcohol based natural resin primer for
isolating water, corrosion, smoke and soot
stains. Made from natural plant materials.

ISOLATING WHITE
White pigmented primer for full surface
isolation of efflorescing
substances, water,
corrosion, smoke and
soot stains.
FINE SURFACER
Soft ready-touse fine surface
compound for
interior walls
and ceilings.
Ideal for
levelling out
slight surface
imperfections
and minor crack
filling.

application.

wax and oils
The Cornish Lime Company
RESIN OIL PROTECTION
Solvent free indoor varnish for finishing of timber
(especially furniture, flooring and toys) can be
finished with Aglaia wax.

HARD RESIN OIL
Hardwearing, dirt repellent hard resin
finish, especially suited for treating
floors. Suitable for wood, cork and
open pored floor tiles. Available in
clear/gloss + clear/satin-matt and
glazed white/satin matt.

RADIATOR PAINT
Heat resistant, virtually non-yellowing natural resin
paint for internally heated metal surfaces. Gloss
white or standard Aglaia colours.

Craftsmen used to make

FREEPHONE 0800 783 2931

RESIN OIL SEALER
Clear, abrasion resistant water repellent sealer for
joinery, furniture and work surfaces internally.
Resistant against liquids commonly used in the
house. Available in gloss or satin finish.

CORROSION PAINT
Corrosion inhibiting primer for ferrous steel and
metals, for both external and internal use.

SELF GLOSSY WAX
Water thinable wax for cleaning and the
regular care of oiled and waxed surfaces.
Also for use as a furniture polish.
LIQUID WAX
Liquid, machine-compatible wax for
wooden surfaces such as parquet floors,
cork and other types of floor tiles.
FURNITURE WAX
Fragrant natural wax cream for the care
and protection of internal oiled surfaces,
such as furniture, panelling and toys.

Brims Park
Old Callywith Road
Bodmin
Cornwall
PL31 2DZ
Tel: 0 1 2 0 8 7 9 7 7 9
Fax: 0 1 2 0 8 7 3 7 4 4
Web: w w w. c o r n i s h l i m e . c o . u k
The Cornish Lime Company is also a leading
manufacturer of Lime Products and suppliers of
specialist Building Conservation materials.
Please ring for further information.

plasters
ROLL-ON PLASTER
White matt textured coating for interior walls,
available in fine (0.4mm) and coarse grain finish
(1.2mm). Apply one or two coats with a soft brush
or lambskin roller.
RENOVATING PLASTER
Ready-to-use, fibre reinforced trowel applied
plaster. High levels of absorbency for humidity,
sound and airborne pollutants. Natural white, ideal
for glazing without further pre-treatment. Suitable
for repairing existing lime plaster walls.
STRUCTURAL PLASTER
Ready to use, fibre reinforced natural plaster for
decorative design. Trowel applied plaster. High
levels of absorbency for humidity, sound and
airborne pollutants.
BEECKOTEX
Ready to use, fibre reinforced plaster for
application by brush or trowel to suit individual
ﬁnish. High levels of absorbency for humidity,
sound and airborne pollutants.

Colour

your environment...

